Table 1. Comparison of Actual and Predicted Top-of-Till Elevations

Michigan Street

Indianapolis, Indiana

Mundell Project No. 01046

Depth to Till from

Depth to till from

Depth to Till From

Well ID Resistivity Profiles (ft) | Boring Logs (ft) Figure 10A
MMW-P-14D 25.1 36.0 35.0
MMW-170D 13.3 37.0 37.0

EB-2 21.2 35.5 36.0
EB-3 30.7 39.6 36.0
MMW-169D 35.9 37.0 36.0
MMW-P-09D 39.3 45.0 45.0
MMW-P-13D 29.7 33.0 34.0
MMW-P-11D 35.4 36.0 38.0
MMW-P-02 52.0 Till Not Encountered 37.0
MMW-P-03D 33.3 Till Not Encountered 34.5
MMW-P-04D 33.5 Till Not Encountered 38.0
EB-1 24.7 34.5 35.0
MW-167D 50.8 34.0 34.0
MMW-P-08S 26.7 Till Not Encountered 26.0
MMW-15D 37.7 39.0 36.0

MW-7S 48.8 Till Not Encountered 46.0

MW-6D 42.0 48.0 38.0

MW-5D 40.5 45.5 42.0

MW-4D 54.1 63.0 54.0

MW-3S 26.4 29.0 26.0
MMW-165D 53.1 47.0 48.0

MW-1102 Not Interpreted 41 40.5

MW-1103 Not Interpreted 36 36.0

MW-1104 Not Interpreted 35 35.0




Table 2. Summary of Monitoring Wells with Downhole Geophysical Logging

Michigan Street

Indianapolis, Indiana

Mundell Project No. 01046

Well ID Blank Drilling Interval Screen Interval Bottom of
Geophysical Log
MMW-08S 0 -40' 14 - 24' 23.15'
MMW-09S 0 -40' 15 - 25 23.90
MMW-10S 0 -40' 15 - 25' 24.00'
MMW-11D 20 -32' 23 - 33 23.20'
MMW-13D 24 - 50' 35 - 50 47.00
MMW-14D 24 - 50' 40 - 50 48.10'
MMW-P-02 12 - 30 20 -30' 28.90'
MMW-P-03D 30 -40' 25 - 35 31.30
MMW-P-07 20 -40' 18 - 28’ 25.80
MMW-P-09D 24 -45' 35 - 45 43.50'
MMW-P-10S 24 -28' 18 - 28' 24.10
MMW-P-10D 0-37.5 28 - 38 36.20'
MMW-P-12D 25 -32"and 37 - 40 31.5-37.1 36.30'






